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Countertop White 
PB1 System
Ambient Water Filter System
The Cooee Water Countertop / Benchtop water filter system 
conveniently sits on the side of your sink or benchtop. 

Key Features
N   Simply attach the divertor valve to your  

existing tap at the sink. 

N   Great for when you are renting a home or  
don’t require having a system plumbed in

N   Endless supply of filtered drinking water  
free from chemicals and contaminants

N   Model CTW-PB1 - includes Carbon Block PB1 0.5 
micron cartridge. Removes dirt, rust, sediment, 
chlorine, taste, odours, lead, heavy metals, PFAS, 
Cryptosporidium & Giardia Cysts. (NSF Rated 
International under NSF/ANSI Standard 42)

N   Alternate Option: Model CTW-FL - includes Carbon 
Block Fluoride reduction cartridge. Removes dirt, 
rust, sediment, chlorine, taste, odours, lead, heavy 
metals and reduces Fluoride by 93%

N   Easy installation - instructions included

Key Details
Dimensions (mm)

Temperature

Design Option

150 (w) x 300 (h)

Ambient - (used on a cold 
water supply of town water)

White with Chrome

Model:  CTW-PB1 or CTW-FL

Mains Connected Cooee Service Plan Buy | ServiceAmbient Premium Filters
For different filter 
options - Give us a call!
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Countertop System  
Installation Instructions
Please read these instructions carefully
Your filter system is designed for cold water applications only, do  
not allow hot water to run through this filter system. 

The filter cartridge should be replaced on average every 12 months  
(our automated data base will let you know when your filters are due).

Congratulations, your new filtered drinking water 
system is ready to use so drink up! Don’t forget 
it’s not just for drinking, use it for all your cooking 
needs including washing fruit and vegetables.

* Filtration units must be 
connected to chlorinated 
town water supply only

1.	 Unscrew base of system and place the 
filter cartridge in position, screw on top 
of the housing being careful not to crimp 
the o-ring at the base. Tighten by hand.

2.	 Position unit on your bench close enough 
to the sink to ensure that excess water 
will properly drain down the sink.

3.	 Unscrew your existing faucet nozzle 
(aerator) and replace it with your diverter 
valve assembly. Depending if your thread 
is male or female, you may need to use 
the adaptor which is included.

4.	 Slowly turn on your water, check diverter 
connections for water tight seal. (O-ring 
gasket seal should be included in the top 
of your diverter valve)

5.	 With your cold water on, pull diverter 
valve knob. This will by pass your faucet 
and enable full water flow to your filter.

6.	 Check for proper water tight seal on all 
tubing and filter connections.

7.	 As the first water begins to ow, you may 
notice a small amount of carbon dust 
pass through, allow the water to run for 5 
minutes before drinking. 
NOTE: This is only required upon start up 
and is not necessary when used daily.

8.	 To shut off the filter, turn off the faucet 
first, the diverter valve is spring loaded, it 
will close automatically. Do not push the 
diverter knob closed, as this will cause 
damage to the internal parts.


