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Ambient Water Filter System

Twin Undersink with  
1/4" Ports System
This system is neatly plumbed via your mains supply underneath the 
sink and dispenses through a seperate chrome tap (lead free interior) 
on top of the sink. 

Key Features
N   Endless supply of filtered drinking water  

free from chemicals and contaminants

N   Pre-Filter (FCSED1) - 1 micron nominal sediment 
reduction pre-filter cartridge for the removal of 
dirt, rust and sediment

N   Carbon Block PB1 Filter (FCPB1) - 0.5 micron 
carbon block filter cartridge for the removal of 
chlorine, taste, odours, lead, heavy metals, PFAS, 
Cryptosporidium & Giardia Cysts. (NSF Rated 
International under NSF/ANSI Standard 42)

N   Many other filter options - contact us to discuss

N   Filter cartridges should be replaced on average 
12 monthly, our automated database will remind 
you when your filters a due

N   Comes complete with all the fittings needed and 
easy to follow installation instructions

Key Details
Dimensions (mm)

Temperature

180 (w) x 330 (h) x 80 (d)

Ambient - (used on a cold 
water supply of town water)

(Twin housings inc. bracket)

Carbon 
Filter 
(PB1)

Pre- 
Filter

Model:  TW-PB1

Mains Connected Cooee Service Plan Buy | ServiceAmbient Premium Filters

Setup Undersink filter system  
and pressure valves 
with separate tap

•	 Adding a Water Block is Recommended for Safety


